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Counterbalanced hand winch stacker
capacity 140 kg

Immagini Prodotto
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Descrizione

The lack of fixed forks allow the user to get closer the upload / unload area, while the counterweight stabilizie
the hand truck.
AL-KO hand winch certified for a capacity of 500 kg with authomatic brake
3 stranded steel rope with breaking load 1000 kg
Push handle 

Kiln dried epoxy powder painting
COMPLIANT TO CE RULES

Capacity: kg 140
Overall length mm 1500
Overall width mm 550
Overall height forks lowered mm 1970
Overall height forks raised mm 1970
Forks length mm 650
Width over forks mm 370
Forks thickness mm 80
Forks height  mm 1600
Inner distance between forks mm 220
Turn radius Wa mm 500
Rear casters in cast iron poliutrethane 1 with brake d. 150
Front poliurethane rollers : d. 80x40
Weight kg 320
Minimum fork height mm 95

Sizes mm 1500x550x1970 h
Fork length mm 650
Width over forks mm 370 
Fork thickness mm 80
Lifting height mm 1600 
Inner distance between forks: mm 220
Turning radius mm 500
Weight kg 320
Capacity kg 200
2 rear swivel cast iron poliurethane casters ø 150 1 with brake
2 poliurethane front roller ø 80x40
Kiln dried epoxy powder painted
COMPLIANT TO CE RULES
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Informazioni Aggiuntive

Cod. Prod. ARX139

Fornito Montato - Pronto all'uso

Weight kg 260.0000

Load Capacity 200

Type of Wheel: Ghisa poliuretano

Colour Yellow RAL028

Manufacturer Carmeccanica

Made in Italia

Warranty 5 Years

Conformità CE

Lead Time Su Richiesta
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