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Forklift maintenance platform
Immagini Prodotto

Descrizione

Forklif maintenance platform with non-skid platform and 4 mesh guard edge.
The operator can enter the platform through a locking gate opening inside.

The platform can be easily  forked by a lift truck through the 2 tubolar openings under the truck.

Safety devices: 

Safety chain to attach the forklift platform to the forklift in order to avoid any accidental
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disengagement of the platform
Two rings to fix safety belts
Tool box

In accordance with

DLgs 9 Aprile 2008 n° 81 italian law on health and  safety at work punto 3.1.4 allegato VI.
Eu directive on machinery 2006/42/ CEUNI EN 280

A B C D Capacità Portata

1100 900 1100 2050 2 persone 400

 

 

Informazioni Aggiuntive

Cod. Prod. PPSE

GTIN/EAN 8053853156150

Supplied Fully assembled

Weight kg 135.0000

Load Capacity Kg 400

Colour Orange RAL2004

Manufacturer Carmeccanica

Made in Italia

Warranty duration 1 Year

Conformity D.Lgs 81/2008, EN 14502-1:2010

Lead Time 7 giorni

http://olympus.uniurb.it/index.php?option=com_content&view=category&id=73:aggiornamenti-dlgs-9-aprile-2008-n-81&Itemid=59&layout=default
http://olympus.uniurb.it/index.php?option=com_content&view=article&id=3894:allegato-vi&catid=73:aggiornamenti-dlgs-9-aprile-2008-n-81&Itemid=59
https://www.carmeccanica.eu/eng/ppse.html

